












1
Status LED’s - These lights indicate when the amplifier is powered up normally and when there 
is a protection fault (SX500.1 Only). See the “Troubleshooting” section for details on what these 
useful indicators can tell you if there’s a problem.

2
HPF Crossover Adjustment- Use this adjustment to select the crossover point. Remember that 
you must select the High Pass position (HPF) of the crossover adjustment switch first. The range 
of adjustment is limited between 50-250 Hz. 

3
Vega Bass   - This control adds 0 to +12dB of boost at 45Hz (On the SX500.1 the frequency is 
variable). Be cautious when adding boost to some subwoofer systems as they may not be able to 
handle the additional low frequency boost. In the 0dB position, no bass boost is added. 

4
LPF Crossover Adjustment- Use this adjustment to select the crossover point. Remember that 
you must select the Low Pass position (LPF) of the crossover adjustment switch first. The range 
of adjustment is limited between 50-250 Hz. 

5
Crossover Selection Switch - This switch allows you to select the crossover. Use High Pass for 
midrange or high frequency speakers. Use Low Pass for subwoofers. In the FLAT position, neither 
crossover adjustment knob has an affect. 

6
Input Gain Adjustment - This control matches the preamp stage of the Cerwin-Vega Mobile amplifier 
to your source unit. This is NOT a volume control. The range is between 150mV and 5V. 

7
RCA Input and Pass-Thru Output - These RCA jacks allow for a normal Left and Right channel 
signal input. Simply connect to the source unit using RCA type audio cables, keeping them away 
from power wiring wherever possible. 

8

Power Input Connections - These connections are for input power, chassis ground, and remote 
turn-on. Use a minimum of 4 gauge wiring for power and ground connections. The terminals will 
handle up to 4 gauge wiring with no problem whatsoever. Be sure any wiring that passes through 
metal has a grommet! 

9

Power Fuses - Standard automotive type ATC/ATO fuses are used on Cerwin-Vega Mobile 
amplifiers. Always replace with the correct fuse size. Never insert fuses of higher values. Doing 
so will void the warranty of your Cerwin-Vega Mobile amplifier. Also include a main fuse at the 
connection to the vehicle battery within 18 inches of the positive battery post. It is also important 
to upgrade the connection between the negative battery post and the chassis of the vehicle. This 
greatly reduces possibilities of weak electrical “links” in the circuit. 

10

Speaker Output Terminals - Connect your speakers to these terminals. Stereo connections are 
connected as labeled. Bridged connections use the LEFT + and RIGHT - as the two connections. 
The 2 and 4 channel amplifiers will perform into 2 Ohm stereo loads or 4 Ohm bridged loads. DO 
NOT run 2 Ohm bridged loads on these amplifiers!

11
Remote Level Control (SX500.1 Only) - This port is for the remote level control (included). The 
control is intended to allow the user to control the level of gain up to the maximum adjustment 
level set on the amplifier. The control does not add additional boost, it only attenuates the setting 
that is fixed at the amplifier’s control panel.

12
Vega Bass Frequency EQ - Use this adjustment to select the specific frequency that your Vega 
Bass will boost (40Hz - 100Hz)

13
Phase Adjustment (SX500.1 Only) - This control allows you to adjust the phase of your subwoofer 
in time with your mids and tweeters. 0 or 180 degrees of adjustment capability.  This is EXTREMELY 
useful to get the best and most bass out of your system.

14
Sub-Sonic Adjustment (SX500.1 Only) - This control allows you to remove the unwanted sub-sonic 
frequencies below the tuning frequency of a ported enclosure. This helps to protect the woofer 
from over excursion.



Warranty 
Cerwin-Vega Mobile warrants all amplifiers and speakers to be free of defects in 
material or workmanship for a period of 1 year.

Warranty Procedure:
Cerwin-Vega Mobile strongly suggests all warranty claims should be handled 
through an authorized dealer. Because of the technical nature of our products, 
performance problems can often be the result of improper usage or installation. 
An authorized retailer can help determine if this is the case and will save you the 
time of returning an item that is not actually defective.

For all VEGA subwoofer models the cone is to be removed from the basket as com-
pletely as possible. Cut the surround and then the spider. After this, the cone should 
lift out. 

For VEGA coaxial models, the tweeter needs to be broken off and sent in with the 
cone. 

All returns must have the serial number taped to the cone. The serial number can 
be found on the basket on all speakers and underneath the spider attached to the 
top of the magnet plate. 

Please remove the sticker and tape it to the cone. This process will save everyone 
on shipping costs and allow us to check and replace speakers much faster. 

For all VMAX models as well as all amplifier models, the defective unit needs to be 
returned. For speaker systems such as VMAX component models only return the  
defective part (i.e midbass, tweeter or crossover).

Shipping:
Once you have your RA number, ship your return to:

Cerwin-Vega Mobile
ATTN: Customer Service Dept.

6915 W. Frye Road
Chandler, AZ 85226

 
When we receive your return, we will process your order. Please make sure that you 
clearly mark the RA number on the outside of the box and on the shipping label.
If the RA number is not on the outside of box/label, it will be returned to sender!

Specifications subject to change without notice.
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